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Important information 




Caution 



Risk of electronic shock 
Do not open 




To reduce the risk of electronic shock, do not remove cover 
(or back). No user-serviceable parts inside. Refer service to 
qualified service personnel. 



A\ 

/ • \ 


This symbol alerts the user to the 
important literatures concerning 
operating and maintenance has been 
included with the display unit. 


A 


This symbol indicates that the high 
voltage is present inside. It is 
dangerous to make any contact with 
any inside part of the display unit. 




Caution 

A product and cart combination should be moved with care. Quick stops, excessive force, and 
uneven surfaces may cause the display unit, and cart combination to overturn. 



Caution 

To prevent electric shock, match wide blade of plug to wide slot, fully insert. 



Caution 

This product satisfies FCC regulations when shielded cables and connectors are used to connect the unit to other 
equipment. Prevent electromagnetic interference with electric appliances such as radios and televisions, use 
shielded cables and connectors for connections. 



Warning 

FCC Regulations state that any unauthorized changes or modifications to this equipment not expressly approved by 
the manufacturer could void the user's authority to operate this equipment. 



Important safety precautions 



I Cleaning 

Remember to unplug the AC cord from the AC outlet before 
cleaning the display unit. And do not use liquid cleaners or 
aerosol cleaners to clean the display. 

I Stand 

Do not place the display unit on an unstable place. It can cause 
the display unit to fall, resulting in serious personal injuries as 
well as damage to the display unit. 



Ventilation 

Do not cover or block these vents and openings, because inadequate ventilation may shorten the display unit life and 
cause overheating. Do not place the display unit in an enclosed place such as a bookcase or build-in cabinet, unless 
proper ventilation is provided or the manufacturer's instructions are followed. Keep the distance of 10cm at lease 
between the display unit and wall. Never install the display unit as the picture below. 




Air circulation is blocked Air circulation is blocked 




Never insert objects and liquids into the display unit 

Never insert any object into the display unit through openings or spill liquid 
on the display unit. High voltage flows in the display unit, and inserting an 
object can cause electric shock and/or short internal parts. 




Keep away from water and moisture 

Do not place the display near water. Like bathtub, washbasin, kitchen sink and laundry tub, swimming pool and in a 
wet basement. 

Keep away from heat sources 

Keep the display unit away from heat sources such as radiators, heaters, stoves and other heat-generating products. 

The liquid crystal panel used in this product is made of glass 

Do not hit the panel. Be careful to prevent from getting hurt by broken glass pieces in case the panel breaks. 

Follow operating instructions 

All operating instructions must be followed. 

Precautions when transporting the display 

When transporting the display, do not carry it by holding onto the speakers. Carrying the display requires two or 
more people. 

Attachments 

Do not use attachments not recommended by the manufacturer. Use of inadequate attachments can result in 
accidents. 

Power source 

This product must operate on a power source specified on the specification label. If you are not sure of the type of 
power supply used in your home, consult your dealer or local power company. For units designed to operate on 
batteries or another power source, refer to the operating instructions. 

AC cord protection 

The AC cords must be routed properly to prevent people from stepping on them or objects from resting on them. 
Check the cords at the plugs and product. 

Overloading 

Do not overload AC outlets or extension cords. It can cause fire or electric shock. 

Wall mounting 

Be sure to install the display unit according to the method recommended by the manufacturer. Use only the 
mounting hardware recommended by the manufacturer. 

Servicing 

Do not attempt to service the display unit yourself. Removing covers expose you to high voltage and other 
dangerous conditions. Request a qualified service person to perform servicing. 



Replacement parts 

In case the display unit needs replacement parts, make sure that the service person uses replacement parts specified 
by the manufacturer, or those with the same characteristics and performance as the original parts. Use of 
unauthorized parts can result in fire, electric shock and/or other danger. 

Safety checks 

Upon completion of service or maintenance, request the service technician to perform safety checks to ensure that 
the display unit is in proper operating condition. 

Repair 

When the display unit displays an abnormal condition, any noticeable abnormality in the display unit indicates that 
the display unit needs servicing. If any of the following conditions occurs, unplug the AC cord from the AC outlet, 
and request a qualified service person to perform repairs. The AC cord or plug is damaged. 

1. A liquid was spilled on the display unit or objects have fallen into the display unit. 

2. The display unit has been exposed to rain or water. 
The display unit has been dropped or damaged. 

Environment 

The display unit only operates within the temperature 0° C to 40° C environment. Do not operate it out of this 
range. 



FCC Statement 



I FCC notice 



This equipment has been tested and found to comply with the limits for a Class B digital device, pursuant to part 
15 of the FCC Rules. These limits are designed to provide reasonable protection against harmful interference in a 
residential installation. This equipment generates, uses and can radiate radio frequency energy and, if not installed 
and used in accordance with the instructions, may cause harmful interference to radio communications. However, 
there is no guarantee that interference will not occur in a particular installation. If this equipment does cause 
harmful interference to radio or television reception, which can be determined by turning the equipment off and 
on, the user is encouraged to try to correct the interference by one or more of the following measures: 



1 . Reorient or relocate the receiving antenna. 

2. Increase the separation between the equipment and receiver. 

3. Connect the equipment into an outlet on a circuit different from that to which the receiver is connected. 

4. Consult the dealer or an experienced radio/TV technician for help. 



Modifications not expressly approved by the manufacturer could void the user's authority to operated the 
equipment under FCC rules. This device complies with part 15 of the FCC Rules. Operation is subject to the 
following two conditions: 

1 . This device may not cause harmful interference, and 

2. this device must accept any interference received, including interference that may cause undesired operation. 



I For Canadian model 



This Class B digital apparatus complies with Canadian ICES-003. 



Approval 



Safety approval 


UL / cUL, TUV, CB, Energy star 


EMC approval 


FCC, CE 



®it s e ted I A I^C^ f^T% /^~~^h> |F© jskssssk* I f £ 



Accessories 



I Supplied accessories 



Remote control & batteries (AAA x 2) 



Power cord x 1 



o 


O CD 


o 


CD CD 


o 


CD CDl 


^CH RT^ 


CD CD/ 



Favorite — p.ctrl 

O CD O 

TV/Video C.C 

O CD O 




- 




VGA cable (D-Sub 15) x 1 



li : : il 



Speaker wire x 2 



Speaker wires are connected on the display unit. 



User manual booklet x 1 



pSVNTAX 




LCD Multi-Media Display 
LT27 HV/LT 30 HV 



Quick start guide x 1 



User manual CD-Rom x 1 



<-i 47 HV L T 30 HV 
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I Optional accessories 



Speaker stand 



AV cable with RCA connector 




S-video cable 



331111 linn 



Hi I Ec 



Wall mount set 



DVI cable 



( ) 





( ) 





Audio cable with RCA connector 



( ) 







( ) 



<4 





Audio cable with stereo mini jack 



Use the proper cable for the device. 



iiiiiu 



( Stereo mini jack cable ) 



C=j ] €E>[Jm — 



( Stereo mini jack to RCA cable ) 
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Component cable with RCA connector 
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Front and rear panel 



I Front panel 




I TUTU 1 ' 



i r 



INPUT 



VOL- 



VOL+ 



CHA 



1 1 



CHV MENU 



POWER 



Items 


Function 


POWER 


Press "POWER" button to turn on/off the display 


MENU 


Press "MENU" button to display the OSD menu. In OSD menu, press it to back to pre-phase. 


CHA / CWW 


Press "CHA" and "CHT" buttons to directly adjust the program channel. In the OSD menu, 
press those two keys to select options. 


VOL+/VOL- 


Press " VOL+" and " VOL- " buttons to adjust volume. In the OSD menu, press those two keys 
to adjust options. 


INPUT 


Press to switch the input sources. (TV, AV, S- video, Y/Pb/Pr, VGA, DVI, Y/Cb/Cr) 



I Rear panel 

There are three detachable back covers on the rear side of the panel. ( Back cover A, B, and C shown as the figure 
below). There are different ports and jacks for different devices connection behind all three panels. . 
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1. Remove the back cover 



Back cover A 

Back cover B 
Back cover C 




There are three detachable back covers. 
Remove them before installing the 
devices. 

Push the fastener on back cover A and 
pull it out carefully to remove it. 
Loosen the screws on back cover B (or 
C) and take it off carefully. 



2. Graphic port (Back cover A) 

Behind the "back cover A" are graphic ports. They are DVI terminal, VGA terminal, audio in, service port and 
speaker out (speaker connecter). 



1 ) DVI / HDCP: Connect the DVI signal terminal on the display to the output of the signal equipment, such as 

a satellite gateway or a decoder, which has DVI interface through DVI cable. 

2 ) VGA (RGB signal connection): Connect the VGA signal terminal on the display to the output of the signal 

equipment, such as a personal computer (PC), which has D-sub interface through D-sub 15 pin cable. 

3 ) Audio in: Connect this terminal on the display to the output of PC equipment through audio cable, usually 

utilizing with VGA or DVI application. 

4 ) Service port: It's a terminal can be accessed by a service professional only. Unauthorized access this port 

may seriously damage the firmware of this display unit. 

5 ) Speaker out: Connect the terminal to speakers' speaker out terminal through speaker wires. 



3. AV port (Back cover B) 



Behind the "back cover B" are "AV ports", including the terminals of S-video input, CVBS (composite video 
input), audio input (R/L x2), sub-woofer line out, audio out (R/L xl) and the headphone Jack. 

1 ) S-video Input: Connect this terminal to the S-video output terminal from a signal equipment, such as a 

DVD player or other video source. 

2 ) CVBS (Composite video input): Connect this terminal to the composite video output terminal of your DVD 

player or other device with video source. 

3 ) Audio input (R/L x2): Connect those terminals to the sound output terminal of your DVD player or other 

audio source. Those terminals are for composite, S-video signals. 

4 ) Component input (Y/Cb/Cr, Y/Pb/Pr): Connect this terminal to the component video output (color 

differential output) of a progressive, standard DVD player or HDTV unit. 

5 ) Audio Input (R/L x2): Connect this terminal to the sound output terminal of your DVD player or other 

audio source. The terminal are for component signals. 
6 ) Sub-woofer out: Connect this terminal to input terminal of sub-woofer which has inner active amplifier 
with audio cable. 

7 ) Audio out (R/L xl): Connect the terminals to input terminal of audio system. 

8 ) Earphone out: Plug your earphone to this terminal. 
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Installation 



I AV connection 



1. Connect the composite video terminal (CVBS) of 
the display to the output of video equipment 
through AV cable with RCA connector and 

2. Connect the audio in (R/L) terminals (under 
CVBS terminal) of the display to the audio output 
of video equipment through audio cable with 
RCA connector as illustrated. 



AV cable withRCA connector Yellow 



Audio cable with RCA connector 




ooo 

o 



CVBS 

R 
L 



I S-video signal connection 



1. Connect S-video terminal of the display to the 
signal output of video equipment through 
S-video cable, and 

2. Connect the audio in (R/L) terminals (under 
S-video terminal) of the display to the audio 
output of video equipment through audio cable 
with RCA connector as illustrated. 

Note: 

S-video signal has higher quality than composite video 
signal. Using sources such as satellite receivers, 
high-quality VCRs and DVD players (without 
component output) S-video can produce a cleaner and 
sharper signal. 

I Component signal connection 



S-video cable 



Audio cable with RCA connector 



Red 
White 



OOO 

o 



S-video 

R 
L 



1. Connect the output of a progressive DVD Player 
to component input (Y/Pb/Pr) or connect the 
output of a standard DVD Player to the 
component input (Y/Cb/Cr) through component 
cable. 

2. Connect the audio in (R/L) terminals (near by 
component signal terminals) of the display to the 
audio output of video equipment through audio 
cable with RCA connector as illustrated. 

Note: 

Component video signal is considered the best type of 
all video signals in terms of in picture quality. 



Audio cable with RCAconnector 



Component cable 



OOO 

o 



Component cable 




Green Blue Red Red White 



Y Pb Pr R L 



UEQ3 




nn 




IB 








MM 


0 0 



Y Cb Cr R L 



Green Blue Red Red White 




Audio cable with RCAconnector 
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I DVI /HDCP connection 



Connect the DVI/ HDCP input terminal on the 
display to the DVI output terminal of the 
equipment (such as Set top box, DVD player and 
PC ) through DVI cable. 

Connect an audio cable with stereo mini jack, 
which matches the audio output terminal on the 
equipment. 



ooo 
O 



Audio cable 

with stereo mini jack 



•DVI/HDCP 



► VGA 



► Audio in 



I VGA RGB signal connection 



Connect the VGA RGB signal input terminal on 
the display to the VGA output terminal of 
equipment (such as Set top box, DVD player and 
PC ) through D-sub 15 pin cable as illustrated. 
Connect an audio cable with stereo mini jack, 
which matches the audio output terminal on the 
equipment. 



D-sub 1 5 pin cable 



4H 



Audio cable 
with stereo mini jack 



II.MIU 



• DVI/HDCP 



»VGA 
• Audio in 



I Listening with a headphone set 



Plug the earphone mini-plug into the earphone jack 
located on the AV port of the display to listen with a 
"headphone" set. 












Y Pb Pr R L 


Sub-woofer 








• 






Earphone 


YCbCr R L 


L R 

J 
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I Connect the speakers 



The speakers are designed to be detachable from the display. You may place the speakers separately as you 
desired. You may also create your own Home Theater System by adding your own audio system. 

1. Detach the speakers of display 



1 ) Loosen the screws by a 

Phillips head 
screwdriver to 
disassemble both 
speakers. 

2 ) Assemble the speaker 

stands and speakers. 
Secure the screw on rear 
of speakers. 

3 ) Adjust the length of 

speaker wire and place 
the speakers at the 
designated location. 




H) 



2. Connect the subwoofer and other speakers 

1 ) The "sub- woofer" output terminal of the display is available for connection via a set of audio cable to the 

input terminal of sub- woofer, which must have a built-in active amplifier. 

2 ) Connect "audio out" terminal of the display to the input terminal on the audio system with audio cable 

that has RCA connector. 
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I Wall mount 



1. The wall mount set (Optional) 

Contact a professional installer if you are unsure about wall mount installation, as unskilled installation may 
cause injury and may damage to the display unit. 



Wall bracket x 1 



360 mm - 
- 300 mm 








20 mm [ •! 



Screw holder set A x 6 



Screw 



Washer 



Plastic screw anchor 





The content of Screw set A includes screws, 
washers and plastic screw anchors. Screw set A is 
used to secure on the display to be holders. 



Screw set B x 8 



Screw 



Washer 1 Washer 2 Socket 




3 



The content of Screw set A includes a screw, two 
washers and a socket. Screw set B is used for 
mounting the bracket on concrete wall. 

Note: 

Mounting the bracket on wood wall using T5 x 20 
type screws is suggested. 
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2. How to attach the display to the wall mount bracket 



1 ) Remove the back cover C, then remove the 
screws on rear of the display to disassemble 
the unit stand from the display. 

Caution: In order not to damage the display unit 
during dissembling the unit stand, place the 
display panel on a soft fabric (i.e. a blanket) and 
face down. 



2 ) Assemble " Screw holder set A" and secure 
them on rear of the display as illustrated. 



3 ) Mount the display unit by matching the six 
Screw Holders into the mounting holes on the 
wall bracket. Lower the display unit and hang 
the display on the bracket. Please make sure 
all six screw holders slide into the concaved 
nook. 




"^31 




3 



DO 
DD 




3. Warning 



1 ) After the display unit is mounted on the wall bracket, please check the screw anchors are securely in 

place on the wall. 

2 ) The display may drop fall from the wall and cause severe injury if the wall mounting bracket is not 

securely attached to the wall. 
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Remote control 



I Function keys 



1 .Power 




1. Power 

Press "Power" button to turn on /off the display 

2. Number buttons 
Press the number buttons to select channels on the display directly. 
(0-9 and 100) 

3. CH RTN ( Channel return ) 
Press "CH RTN" button to return the previous-channel. 

4. Sleep 

Press "Sleep" button to set a preset time interval for automatic shutoff. 

5. Display 

Press "Display" button to display the information of current channel 
number and time. 

1 1 ch + /- 6. 4 VOL- and VOL+ ► 

1 2 Menu Press "4 VOL-" and " VOL+ ►"buttons to adjust volume. 

13 P.ctn 7. Favorite 

Press "Favorite" button to select the favorite channels. Which can be 
pre-set in the OSD menu. 
8. TV/Video 

Press "TV/ Video" button to select a video signal from different 
sources (AV, S-Video, YCbCr, and YPbPr) . 



9 Mute 



10 MTS 



14C.C 

1 5 Input 
1 6 View 



17 Swap 9 Mute 

1 8 Auto Press "Mute" button to mute the sound. 
10. MTS 

Press "MTS" button to select from SAP, Mono or Stereo mode. 

11. CH+ A and CH- ▼ 

Press "CH+A" and "CH-V buttons to select and switch from all available program channels. 

12. Menu 

Press "Menu" button to show the On Screen Display menu. 

13. P. Ctrl ( Parental control ) 

Press "P.Ctrl" button to program the parental locks. 

14. C.C ( Closed caption ) 

Press "C.C" button to select and set caption option . 

15. Input 

Press "Input" button to switch the input sources. (TV, AV, S- video, YPbPr, VGA, DVI, YCbCr) 

16. View 

Press "View" button to select and program PIP, POP3, Split screen or Grid viewing options. 

17. Swap 

Press "Swap" button to select TV channels between main and sub screen. ( This key is functional only in PIP and Split 
screen mode.) 

18. Auto ( Auto adjustment ) 

Under VGA mode, the screen position could be automatically adjusted by pressing "Auto" button, when the screen 
image is slanted. 
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I Battery installation 



Follow the steps to install batteries on the remote control before operating the display. 

1 . Push the tab and pull it out as illustrated below 

2. Place the batteries with the (+) and (-) terminals corresponding to the (+) and (-) indications in the battery 
compartment. 

3. Replace the cover back and make sure the cover " snap" into the remote control. 




Note: 

1. The display unit comes with two new AAA batteries as accessories. However, due to some uncontrollable 
causes, electricity of the accessorized batteries may partially or completely drain. We do not warrant the quality 
of the batteries in any case since many uncontrollable causes. If replacement is needed, please purchase the type 
AAA batteries. 

2. Keep the remote control away from wet. If the incident happens, please wipe it dry immediately. However, 
depends on how severe the wetness incident, a replacement of remote control may required. 

3. If you do not use the remote control for a long period of time, please remove the batteries and store in a cool and 
no direct lighting area. 

4. Do not mix new and used or different types of batteries for operation. 
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On screen display (OSD) adjustment 




Item 


Function 


Main functions 


There are four main functions, "Picture", "Audio", "Set up" and "Screen". 


Adjustment 


The adjustments are defined differently for each selection 


Pop window 


The OSD menu is designed to show the preset option only. The pop window displays all 
options. 


Index 


1. Select the options in the pop window by pressing " CH+A " and "CH-T ". 

2. Adjust the value by pressing "4 VOL - " and " VOL+ ► ". 

3. Press "Menu" to exit. 



I Operation 



1. Press "Menu" button to enter OSD Menu mode. 

2. Use the keys "4 VOL - " and " VOL+ ►" to select between the main functions. 

3. When the function you want is selected, press " CH+A" and "CH-V to move the item. 

4. Press " VOL+ ►" to go to next phase. Adjust the value bar with "4 VOL - " and " VOL+ ►". 

5. After setting, press "Menu" to exit and back to last picture. 

6. To exit the OSD menu, press "Menu" again and again until exit the OSD menu, or without action for 12 seconds 
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I Picture 



1. Input: 

This display supports seven different types 
of input source. You can select a input 
source from this page. There are two other 
methods to select input: 

1 ) Simply press (^pu?) , the "Input" 

hotkey on the remote control. 

2 ) Press "INPUT" key on the front panel 

of the display. 



Au5Tc 



Color lemp 
Tint 
ShArprif ki. 
lripul 



2. Auto adjustment: 

In VGA mode, the picture could be slanted 
and smaller than a full screen. Select the 
item "Auto adjustment" to correct the 
picture. You may also press ^ Aut<T ) , 
the "Auto" hotkey on the remote control. 



Picture 


Item 


Adjustment 


Function 


Brightness 


0-100 


Adjust brightness of picture 


Contrast 


0-100 


Adjust contrast of picture 


Backlight 


Soft / Normal / Bright 


Adjusts the panel backlight. 


Color temp 


Cool / Normal / Warm 


Adjusts image color temperature. 
U Warm: More red-tinged colors 
U Normal: Standard color temperature 
U Cool: More blue-tinged colors 


Tint 


0-100 


Adjust skin color to a natural tone. 


Sharpness 


0-100 


Adjust the picture sharpness 


Input 


TV/AV/S-video/ 

YPbPr / VGA / D VI / YCbCr 


Select the input source. 


Auto adjustment 
(Only display under 
VGA mode) 




Correct the image position according to an input source 
automatically. 




A ■ ! I LI K 
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I Audio 



There are three adjustments include: Treble, 
Bass and Balance in this page. This page allows 
to adjust those items to meet the optimum audio 
preference. 




Srsl-ecl. /\x/ 



Adjust:. < > 



Audio 


Item 


Adjustment 


Function 


Treble 


-12 to +12 


Adjusts Treble (high sounds) 


Bass 


-12 to +12 


Adjusts Bass (low sounds) 


Balance 


-15 to +15 


Adjusts volume balance 



I Set up 



H 



In this page, you can pre-select favorite channels, edit 
the setting of channels adjustment and selections 
include: display "time" and "language", setting 
"alarm clock", "caption" option, "Parental control" 
and "OSD background type". "Factory Default" 
option will reset all setting back to factory default. 





lal | 




Picture Audio 


Mr,- Screen 


Channel- Favorite 


Press <Right> 




Channel- Edit 


Press <Right> 




Channel- Source 


TV 




Channel-Auto scan 


Press <Rlght> 




Alarm 


Off 




Alarm Time 


AM 12 : 0 




Clock 


AM 12 t 11 




Sleep 


Off 




Closed Caption 


Off 




Parental Control 


Input password 




Language 


English 




Background 


Translucent 




Factory Default 


Press < Right > 




Select; Adjust: <^ £> Exit: <@> 





Set up 


Item 


Adjustment 


Function 


Channel-Favorite 


24 favorite channels setting 


Store the favorite channels 


Channel-Edit 


Add / Skip 


Set up available channels. 

U Add : To add available channel. 

U Skip : To cancel available channel 


Channel-Source 


CATV /TV 


Choose the source from RF. 


Channel- 
Auto scan 




Select to auto scan the available cannels of 
the TV or CATV. 
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Set up 


Item 


Adjustment 


Function 


Alarm 


ON /OFF 


Set the alarm on /off 


Alarm time 


Hour and minute adjustments 


Adjust the alarm time. 


Clock 


Hour and minute adjustments 


Adjust the clock. 


Sleep 


OFF/ 30 min / 60min / 90 min 


Set a preset time interval for automatic 
shutoff. 


Closed Caption 


CC1/CC2/CC3/CC4/ 

Textl/ Text2/ Text3/ Text4/OFF 


Switch different type of caption or cancel 
caption function. 


Parental Control 


MPAA 

G/PG/PG- 1 3/R/NC- 1 7/X 
TV(Child) 

TV-Y/ TV-Y7/ TV-Y7-FV 
TV(Entire Audience) 

TV-G/ TV-PG(V,S,L,D)/ TV-14(V,S,L,D) 

/ TV-MA(V,S,L) 
Password 


Set up the parental locks. 


Language 


English / German / French / Spanish / Italian 
/ Portuguese / Swedish / Traditional Chinese / 
Simplified Chinese 


Switch the OSD language 


Background 


Opaque / Translucent 


Switch the OSD background. 


Factory Default 




Press to reset OSD setting to default. 



1. Favorite channel setting 

Favorite 

You can preset 24 favorite channels in this page. User can also access this function by pressing o ,the 
" Favorite" hotkey on the remote control and select or switch between your favorite channels . 

1 ) Press " VOL +► " to enter "Channel-Favorite" mode, you can see a pop window for favorite channel 

setting. 

2 ) Press "CH +A" and "CH -▼" to adjust the channel, at the same time, you can see the selected channel 

displays in real time. 

3 ) Press "Enter" to exit when complete. 

2. Closed caption 

Close Caption option can be set On/Off from the OSD page. This function also can be access by pressing 
c.c 

C " hotkey on the remote control. 

rcci 

1 ) Not all programs offer the Closed Caption option. Please refer to the "1 J" symbol to ensure the 

caption option is available. 

2 ) Closed Caption may not be seen clearly (white blocks, strange characters, etc.) if the signal condition is 

poor, or the technical difficulty from broadcast source. 

3 ) If no TEXT broadcast is being received while viewing in the [TEXT] mode, the screen may become 

dark and blank for some programs. Switch Off the Closed Caption mode. . 
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3. Parental control 

1 ) This function allows programs to be restricted and controlled by parents based on FCC regulation. It 

prevents children from watching program contents that may be prohibited by parents. 

2 ) Restriction of programs is based on three Rating Systems: MPAA Rating, TV (Child) Rating and TV 

(Entire Audience) Rating. The MPAA Rating restricts based on age. TV (Child) rating and TV (Entire 
Audience) Rating restrict based on age and contents. 

3 ) When you block the lower rating, the higher age-based ratings are blocked automatically. 

4 ) When you enter "Parental control" mode, those messages display for different state. 



Unblock parental lock 


Illustration 


0 


No password, Set it before use 
New password 


The message displays when you use "Parental 
control". Enter 4 numbers for the password setting. 


El 


Confirm password 


Press the password again to confirm the password. 




Wrong password 


The message displays when you enter the wrong 
number. 


a 


The program is blocked, 
Enter password 


The message displays when you try to unblock the 
block program. Enter password to unblock it. 


a 


The program is unblocked 


The message displays when you unblock the program 
successfully. 


Change password 


Illustration 


a 


Enter password 


When you select "Change password ", the message 
displays. Enter the pre-set password. 






After enter the original password successfully, the 
message displays. Then press four numbers to set up 
the new password. 


a 


Change password, 

Enter new password 






0 


Password changed 


The message displays when you change password 
successfully. 



5 ) If you forget the password, press "9999" to lift the lock and enter the sub-page . 
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In this page, you can see two options: "Aspect " and " View ". Choose one of the viewing modes (PIP, Split screen, 
POP3 or Grid) from the "View" option. You may select the input source when you entered the PIP option. 



Screen 


Item 


Adjustment 


Function 


Aspect 


Full screen / 4:3 / zoom 


Alter the aspect ratio of picture 

U Full screen: Sets the picture to 16:9 wide mode 

U 4:3: Return the 4:3 picture to its original size. 

U Zoom: Enlarge (zoom-in) the size of 4:3 picture on screen as 
geometric ratio. 


View 


PIP / Split screen / POP3 / Grid 


Select the view mode. 



1. Aspect 

There are three aspect ratios: Full Screen (16:9), 4:3 and Zoom. See the pictures below. 



Full screen 



4:3 



Zoom 






2. View modes 



PIP mode 


Item 


Adjustment 


Function 


PIP Position 


Upper Left / Upper Right / 
Lower Left / Lower Right 


Change the position of Picture 2 


PIP-PicI 


Available sources 


Switch the source of Picture 1 . 


PIP-Pic2 


Available sources 


Switch the source of Picture 2 
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Split Screen mode 


Item 


Adjustment 


Function 


Picl 


Available sources 


Switch the source of Picture 1 . 


Pic2 


Available sources 


Switch the source of Picture 2 


POP3 mode 


Item 


Adjustment 


Function 


POP3-Picl 


Available sources 


Switch the source of Picture 1 


POP3-Pic2 


Channel setting 


Switch the channel of Picture 2 


POP3-Pic2 


Channel setting 


Switch the channel of Picture 3 


POP3-Pic2 


Channel setting 


Switch the channel of Picture 4 


Grid mode 


Item 


Adjustment 


Function 


Picl-Pic9 


Channel setting 


Switch channel of each picture 



PIP Split screen 



PIC 1 



POP3 



PIC 1 




The available sources of pictures in different viewing modes. 

There are two groups of sources: 
Group A: TV, AV, S-video, YCbCr; 
Group B: TV, VGA, DVI-D, YPbPr 

If the input source preset as one of those two source groups, the other one group is the available sources of 
Pic2. 
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Troubleshooting 



Many symptoms can be easily resolved by users. Please refer the following suggested solutions for the symptoms. . 



Symptoms 


Possible solution 


Power On failed 


Power plug is securely inserted into the socket. 


No picture or sound 


1. Check LCD TV power status. 

2. Check if the terminal is properly connected and the input mode has a right 
connection. 

3. Check if the cable is well connected between the video source and the TV. 


Full of spots or noise on the screen 


Check if any interference from automobiles, trains, high- voltage transmission 
lines, neon signs or other potential sources of interference. 


Poor color display 


Check OSD and adjust in "Picture" function 


Image distortion 


Check aspect ratio in "Screen" function. 


The image is blue 


Check the setting of source in the TV and set it in the right type. 


The image is too bright, and the 
image is saturation in the brightest 


1. Check if the contrast setting is too high. 

2. The DVD player is set for a high-level output. 


areas. 




The screen shows searching for 
signal but no image. 


1 . Check if the signal cable is disconnected 

2. Check if the terminal is properly connected and the input mode has a right 
connection.. 


Out of range 


Check if input signal is suitable to the display. 


Remote control does not work 


1 . Check if the batteries are properly installed. 

2. Check if the batteries are out of power. 

3. Check both distance and angle from the TV's infrared (IR receiver) to remote 
control. 

4. Check if any object is in between remote control and IR receiver. 

5. Check if the IR is under strong fluorescent lighting. 


No sound 


1. Check if the display's sound volume is set on "mute" or set to minimum. 

2. Check if the headphone is connected. 

3. Check if audio cable is properly connected. 

4. Check is the speaker wires are both properly connected. . 


Stripes on the screen 


Check if any interference from the radiation wave. Any antenna of radio or cell 
phone may also cause interference. Keep display away from those devices 
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Supported operating modes 



Source 


Resolution 


Timing name 


Horizontal frequency (Khz) 


Vertical frequency(Hz) 


Pixel rate (MHZ) 


YPbPr 


480p 


HDTV_480p 


59.94 


31.469 


27 




720p 


HDTV_720p 


60 


45 


74.25 




1080i 


HDTV_1080i 


60 


33.75 


74.25 


VGA 


512x384 


Mac_12M 


60.147 


24.48 


15.667 




640 x 350 


VGA VESA 85 


85 


37.861 


31.5 




640 x 400 


VGA VESA 85 


85 


37.861 


31.5 






NECPC400 


56 


24.823 


21.05 






PGA-400 


59 


30.296 


24.964 




640x480 


PGA-480 


59 


30.295 


25.024 






MAC_13c 


66 


35 


30.24 






MAC_13Lc 


66 


34.975 


31.34 






MAC_13m 


66 


35 


30.24 






VGA VESA 72 


72 


37.861 


31.5 






VGA VESA 75 


75 


37.5 


31.5 






XGA-6475 


75 


39.375 


31.5 






VGA VESA 85 


85 


43.269 


36 




720 x 350 


VGA-ml 


70 


31.469 


28.32 




720 x 400 


VGA-m2 


70 


31.469 


28.32 






VESA 85 


85 


37.927 


35.5 






XGA2 


87 


39.444 


35.5 




800 x 600 


SVGA VESA 56 


56 


35.156 


36 






SVGA VESA 60 


60 


37.879 


40 






SVGA VESA 72 


72 


48.077 


50 






SVGA VESA 75 


75 


46.875 


49.5 






SVGA VESA 85 


85 


53.674 


56.25 




832 x 624 


Mac 16 


74.6 


49.725 


55 




1024 x 768 


VGA-m4 


86 


35.522 


44.9 






MAC_1960 


59 


48.193 


64 






HP1060 


60 


47.699 


64.1 






XGA VESA 60 


60 


48.363 


65 






HP1070(VESA70) 


70 


56.476 


75 






XGA_m5 


70 


56.287 


77 






SON1072 


71 


57.87 


75 






HP1075B 


75 


60.241 


80 
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Source 


Resolution 


Timing name 


Horizontal freauencv (Khz) 


Vertical frequency(Hz) 


Pixel rate (MHZ) 
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ST IN 1 176 


76.047 


71.713 


105.6 






SUN117B 


76.149 


71.809 


108 




1024 x 1024 


IBM6kml 


60 


63.36 


89.2 






SUN 1061 


61.399 


65.286 


92.9 




1280x 960 


SXGA VESA 60 


60 


60 


108 




1280 x 720 


1280x720-60 


60 


45 


74.25 


DVI 


1024 x 768 


1024x768-50D 


50.014 


48.363 


32.5 






10?4x768-S6D 


56.041 


48.363 


32.5 




1280 x 720 


1280x720-60D 


60 


45 


74.25 




800 x 600 


SVGA-60D 


60.317 


37.879 


40 




1400 x 788 


JVC_0.7_16:9 


60 


65.52 


54 




1400 x 1050 


JVC_4:3D 


60 


65.52 


54 




1024 x 768 


1024x768-60D 


60.004 


48.363 


65 




1388 x780 


JVC_16:9D 


60 


65.52 


54 
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Dimensional drawing 




890mm 
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Appendix 



I Tuner port (Optional) installation 



Tuner port (optional) has double build-in tuners and a 
RF terminal. (See the figure right). 

Connect RF terminal (optional) to the set from 
terrestrial broadcasting or CATV with the 75- ohm 
coaxial cable. 




I CATV connection 



A 75-ohm coaxial cable connector is built into the set for easy hookup. When connecting the 75- ohm coaxial 
cable to the set, screw the 75-ohm cable to the RF terminal. (Optional) 

Some cable TV companies offer "premium pay channels". Since the signals of these premium pay channels are 
scrambled, a cable TV converter/ descrambler is generally provided to the subscriber by the cable TV company. 
This converter/descrambler is necessary for normal viewing of the scrambled channels. For more specific 
instructions on installing cable TV, consult your cable TV company. One possible method of utilizing the 
converter/ descrambler provided by your cable TV company is explained below. An RF switch provided with two 
inputs (A and B) is required (not supplied). 



1. "A" position on the RF switch (not supplied) : You can view all unscrambled channels by using the TV's 
channel keys. 

2. "B" position on the RF switch (not supplied) : You can view the scrambled channels via the converter / 
descrambler by using the converter's channel keys. 



RF terminal 

F-type 
connector 




Two- set signal splitter 



RF switch 



Hi P 





CATV 

Converter/descrambler 



23 



I VHF and UHF antenna connection 



The antenna requirements for good color TV reception are more important than those for black & white TV 
reception. That's the reason why a good quality outdoor antenna is strongly recommended. A 75-ohm system is 
generally a round cable with F-type connector that can easily be attached to a terminal without tools (not 
supplied). 

1. Antenna 

The antenna requirements for good color television reception are more important than those for black and 
white TV reception. For this reason, a good quality outdoor antenna is strongly recommended. There are two 
types of connection provided with the various antenna systems. 

1 ) A 75-ohm system is generally a round cable with F-type connector that can easily be attached to a 

terminal without tools (not supplied). 
2 ) A 300-ohm system is a flat "twin-lead" cable that can be attached to a 75-ohm terminal through a 

300-75-ohm adapter (not supplied). 

2. Outdoor antenna connection 

Connect the outdoor antenna cable lead-in to the RF terminal (optional) on the display, (see the figure below) 

1 ) Using a VHF/UHF combination outdoor antenna. 

2 ) Using separate VHF and/or UHF outdoor antennas. 



VHF/UHF 



antenna 




RF terminal 



VHF/UHF 




antenna 



F-type 



75 ohm coaxial cable 



1) Combination VHF/UHF antenna 



connector 




VHF antenna 



UHF antenna 





2) Separate VHF and /or UHF antennas 



Antenna cable 
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Glossary 



HDCP ( High-bandwidth Digital Content Protection ) 



HDCP(High-bandwidth Digital Content Protection ) is designed to provide a secure transmission, which provides 
copy protection between a DVI video transmitter and a DVI video receiver or display device. This display unit 
has HDCP-enabled hardware, it is able to unlock and display the digital content. 



Component video and component cable 



Component cable has three cables, two for color shad (chrominance) 
signals and one for brightness (luminance) signal. 

Component video (YCbCr / YPbPr ) is sent through component cable. It 
provide excellent color accuracy than composite video and S- Video. 



Composite video ( CVBS ) and AV cable with RCA connector 



Composite video (CVBS, Composite Video Broadcast Signal) combines 
the color shade (chrominance) and brightness (luminance) signal into 
one video signal. 

This display uses an AV cable with RCA connector to sent the Composite 
video signal. 



S-video and S-video cable 
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S-video is sent through S-video cable. S-video cable carries the color 
shade (chrominance) and brightness (luminance) signal separately. 
S-video signal has higher quality than composite video signal. 
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